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(5) Ongoing data quality assurance 
procedures in accordance with the gen-
eral requirements of § 63.8(d). 

(6) Ongoing recordkeeping and re-
porting procedures in accordance with 
the general requirements of § 63.10(c), 
(e)(1), and (e)(2)(i). 

(7) Corrective action procedures that 
you will follow in the event an air pol-
lution control device, except for a 
baghouse, exceeds an established oper-
ating limit as required in § 63.9600(b)(3). 

(c) Unless otherwise specified, each 
CPMS must meet the requirements in 
paragraphs (c)(1) and (2) of this section. 

(1) Each CPMS must complete a min-
imum of one cycle of operation for 
each successive 15-minute period and 
must have valid data for at least 95 
percent of every daily averaging pe-
riod. 

(2) Each CPMS must determine and 
record the daily average of all recorded 
readings. 

(d) You must conduct a performance 
evaluation of each CPMS in accordance 
with your site-specific monitoring 
plan. 

(e) You must operate and maintain 
the CPMS in continuous operation ac-
cording to the site-specific monitoring 
plan. 

(f) For each dry electrostatic precipi-
tator subject to the opacity operating 
limit in § 63.9590(b)(3)(i), you must in-
stall, operate, and maintain each 
COMS according to the requirements in 
paragraphs (f)(1) through (4) of this sec-
tion. 

(1) You must install each COMS and 
conduct a performance evaluation of 
each COMS according to § 63.8 and Per-
formance Specification 1 in appendix B 
to 40 CFR part 60. 

(2) You must develop and implement 
a quality control program for oper-
ating and maintaining each COMS ac-
cording to § 63.8. At a minimum, the 
quality control program must include a 
daily calibration drift assessment, 
quarterly performance audit, and an-
nual zero alignment of each COMS. 

(3) You must operate and maintain 
each COMS according to § 63.8(e) and 
your quality control program. You 
must also identify periods the COMS is 
out of control, including any periods 
that the COMS fails to pass a daily 
calibration drift assessment, quarterly 

performance audit, or annual zero 
alignment audit. 

(4) You must determine and record 
the 6-minute average opacity for peri-
ods during which the COMS is not out 
of control. 

§ 63.9633 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) Except for monitoring malfunc-
tions, associated repairs, and required 
quality assurance or control activities 
(including as applicable, calibration 
checks and required zero and span ad-
justments), you must monitor continu-
ously (or collect data at all required 
intervals) at all times an affected 
source is operating. 

(b) You may not use data recorded 
during monitoring malfunctions, asso-
ciated repairs, and required quality as-
surance or control activities in data 
averages and calculations used to re-
port emission or operating levels, or to 
fulfill a minimum data availability re-
quirement. You must use all the data 
collected during all other periods in as-
sessing compliance. 

(c) A monitoring malfunction is any 
sudden, infrequent, not reasonably pre-
ventable failure of the monitoring sys-
tem to provide valid data. Monitoring 
failures that are caused in part by poor 
maintenance or careless operation are 
not considered malfunctions. 

§ 63.9634 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations that apply to me? 

(a) For each affected source subject 
to an emission limit in Table 1 to this 
subpart, you must demonstrate contin-
uous compliance by meeting the re-
quirements in paragraphs (b) through 
(f) of this section. 

(b) For ore crushing and handling af-
fected sources and finished pellet han-
dling affected sources, you must dem-
onstrate continuous compliance by 
meeting the requirements in para-
graphs (b)(1) through (3) of this section. 

(1) The flow-weighted mean con-
centration of particulate matter for all 
ore crushing and handling emission 
units and for all finished pellet han-
dling emission units must be main-
tained at or below the emission limits 
in Table 1 to this subpart. 
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